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RELATED-ACC-NO: 2002-607583 
ABSTRACTED-PUB-NO: EP 986901 B 
BASIC-ABSTRACT: 

A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which 

are processed and displayed on the TV, I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
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buttons for jumping to a home page or other specialised functions. Text may be 
input using the remote control or a keyboard. The video connections includes 
cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 
TV 

ADVANTAGE - Determination of most efficient delivery of data according to 
available data stream connections of client 

ABSTRACTED-PUB-NO: US 6028600A 

EQUIVALENT-ABSTRACTS: 

A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which 

are processed and displayed on the TV, I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
buttons for jumping to a home page or other specialised functions. Text may be 
input using the remote control or a keyboard. The video connections includes 
cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 
TV 

ADVANTAGE - Determination of most efficient delivery of data according to 
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available data stream connections of client 

A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which 

are processed and displayed on the TV, I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
buttons for jumping to a home page or other specialised functions. Text may be 
input using the remote control or a keyboard. The video connections includes 
cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 
TV 

ADVANTAGE - Determination of most efficient delivery of data according to 
available data stream connections of client 

US 6072483A 

A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which 

are processed and displayed on the TV, I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
buttons for jumping to a home page or other specialised functions. Text may be 
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input using the remote control or a keyboard. The video connections includes 
cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 

jy 

ADVANTAGE - Determination of most efficient delivery of data according to 
available data stream connections of client 

US6195692B 

A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which 

are processed and displayed on the TV, I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
buttons for jumping to a home page or other specialised functions. Text may be 
input using the remote control or a keyboard. The video connections includes 
cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 
TV 

ADVANTAGE - Determination of most efficient delivery of data according to 
available data stream connections of client 

US 62601 92B 
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A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which 

are processed and displayed on the TV. I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
buttons for jumping to a home page or other specialised functions. Text may be 
input using the remote control or a keyboard. The video connections includes 
cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 
TV 

ADVANTAGE - Determination of most efficient delivery of data according to 
available data stream connections of client 

US 6295057B 

A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which 

are processed and displayed on the TV, I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
buttons for jumping to a home page or other specialised functions. Text may be 
input using the remote control or a keyboard. The video connections includes 
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cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 
TV 

ADVANTAGE - Determination of most efficient delivery of data according to 
available data stream connections of client 

US 6397387B 

A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which 

are processed and displayed on the TV, I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
buttons for jumping to a home page or other specialised functions. Text may be 
input using the remote control or a keyboard. The video connections includes 
cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 
TV 

ADVANTAGE - Determination of most efficient delivery of data according to 
available data stream connections of client 

US6411307B 
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A client includes a set-top box (12) connected to or integrated into a TV set 
(14) and the box provides connections to video and computer data sources, 
which ' 

are processed and displayed on the TV, I.e. a cathode ray tube, liquid crystal 
display or other video image generator. The client is preferably connected to 
a server (16) by a telephone modem (18) and includes a multimedia processor 
(20) for controlling of multimedia tasks and contains a storage medium (22) and 
a remote control device (24). 

The remote control is equipped with numeric keys, channel up and down buttons 
for selection of channels, a cursor or menu selector for controlling movement 
on the TV screen, an activation button of a link or commands and dedicated 
buttons for jumping to a home page or other specialised functions. Text may be 
input using the remote control or a keyboard. The video connections includes 
cable (17) and digital broadcasting satellite (19) delivering traditional TV 
programmes and Internet content. The server functions as the client's access 
to the Internet, allowing requesting of documents, files and other information 
from other servers, providing pages with links or shortcuts to Internet 
content and to web pages already screened by the server and classified into 
categories within storage templates. 

USE - Presentation of multimedia information in Internet on-demand system for 
TV 

ADVANTAGE - Determination of most efficient delivery of data according to 
available data stream connections of client 

WO 98561 88A 
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